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Environmental Protection Agency § 60.1410 

the Administrator agrees, you may 
submit electronic reports. 

(c) Keep a copy of all reports required 
by §§ 60.1400, 60.1410, and 60.1425 onsite 
for 5 years. 

§ 60.1390 What are the appropriate 
units of measurement for reporting 
my data? 

See tables 1 and 2 of this subpart for 
appropriate units of measurement. 

§ 60.1395 When must I submit the ini-
tial report? 

As specified in § 60.7(c), submit your 
initial report within 60 days after your 
municipal waste combustion unit 
reaches the maximum load level at 
which it will operate, but no later than 
180 days after its initial startup. 

§ 60.1400 What must I include in my 
initial report? 

You must include seven items: 
(a) The emission levels measured on 

the date of the initial evaluation of 
your continuous emission monitoring 
systems for all of the following five 
pollutants or parameters as recorded in 
accordance with § 60.1365(b). 

(1) The 24-hour daily geometric aver-
age concentration of sulfur dioxide 
emissions or the 24-hour daily geo-
metric percent reduction of sulfur di-
oxide emissions. 

(2) For Class I municipal waste com-
bustion units only, the 24-hour daily 
arithmetic average concentration of 
nitrogen oxides emissions. 

(3) The 4-hour block or 24-hour daily 
arithmetic average concentration of 
carbon monoxide emissions. 

(4) The 4-hour block arithmetic aver-
age load level of your municipal waste 
combustion unit. 

(5) The 4-hour block arithmetic aver-
age flue gas temperature at the inlet of 
the particulate matter control device. 

(b) The results of the initial stack 
tests for eight pollutants or param-
eters (use appropriate units as specified 
in table 2 of this subpart): 

(1) Dioxins/furans. 
(2) Cadmium. 
(3) Lead. 
(4) Mercury. 
(5) Opacity. 
(6) Particulate matter. 
(7) Hydrogen chloride. 

(8) Fugitive ash. 
(c) The test report that documents 

the initial stack tests including sup-
porting calculations. 

(d) The initial performance evalua-
tion of your continuous emissions mon-
itoring systems. Use the applicable per-
formance specifications in appendix B 
of this part in conducting the evalua-
tion. 

(e) The maximum demonstrated load 
of your municipal waste combustion 
unit and the maximum demonstrated 
temperature of the flue gases at the 
inlet of the particulate matter control 
device. Use values established during 
your initial stack test for dioxins/ 
furans emissions and include sup-
porting calculations. 

(f) If your municipal waste combus-
tion unit uses activated carbon to con-
trol dioxins/furans or mercury emis-
sions, the average carbon feed rates 
that you recorded during the initial 
stack tests for dioxins/furans and mer-
cury emissions. Include supporting cal-
culations as specified in § 60.1370(a)(1) 
and (2). 

(g) If you choose to monitor carbon 
dioxide instead of oxygen as a diluent 
gas, documentation of the relationship 
between oxygen and carbon dioxide, as 
specified in § 60.1255. 

§ 60.1405 When must I submit the an-
nual report? 

Submit the annual report no later 
than February 1 of each year that fol-
lows the calendar year in which you 
collected the data. If you have an oper-
ating permit for any unit under title V 
of the Clean Air Act (CAA), the permit 
may require you to submit semiannual 
reports. Parts 70 and 71 of this chapter 
contain program requirements for per-
mits. 

§ 60.1410 What must I include in my 
annual report? 

Summarize data collected for all pol-
lutants and parameters regulated 
under this subpart. Your summary 
must include twelve items: 

(a) The results of the annual stack 
test, using appropriate units, for eight 
pollutants, as recorded under 
§ 60.1360(a): 

(1) Dioxins/furans. 
(2) Cadmium. 
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